
≥15.000 Switch

ON

OFF
RA

CRI>80 25.000h Saving

-90%

Energy Class

A++

Not Dimmable

Codice Prodotto

product code power beam current mA power factor Inner/Master

Watt Apertura
Fascio

Milliamp. Fattore
Potenza

Imballo
Pz

10/50 pz≥0.5035mA360°4WINSM1-041430

10/50 pz≥0.5035mA360°4WINSM1-041460

10/50 pz≥0.5035mA360°4W

rendering watt

Comparazione
Tradizionale

40W

40W

40W

colour temp.

Colore
Luce (K)

3000K

6000K

6000K

voltage hertz

Volt
Hertz

230V 50/60Hz

230V 50/60Hz

230V 50/60Hz

lm

Lumen

470Lm

470Lm

470LmINSTOR-041460

ROHS

INSM1     4W   E14

INSTOR    4W   E14

35 mm

35 mm

97 mm

97 mm

14 gr

INSM1C   4W   E14 35 mm 118 mm 14 gr

14 gr

item

Articolo

diameter

D1
Diametro Ø

height

L1
Altezza

weight

Peso

base type

Attacco

E14

E14

E14

10/50 pz≥0.5035mA360°4WINSTOR-041430 40W 3000K 230V 50/60Hz470LmE14

10/50 pz≥0.5035mA360°4W 40W 6000K 230V 50/60Hz470LmINSM1C-041460 E14

10/50 pz≥0.5035mA360°4WINSM1C-041430 40W 3000K 230V 50/60Hz470LmE14

D1

L1

INSM1 INSTOR INSM1C

LAMPADE FILAMENTO LED

Candela - Tortiglione - Colpo di Vento E14
INCANTO

2YEARS
WARRANTY

360° Saten


